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R.D. Bitzer Company

(215) 604-6600

sales@rdbitzer.com

Model: 40-200

121 US gpm

18.8 ft

5.64 ft

55.3 %

0.0 %

1.0

1.02 hp

2796 rpm

---

27.5 ft

140 ºF

Water

1

208-230

37 lbs

Ecocirc XL 40-200

Performance curve meets 14.6 / ISO 9906 acceptance criteria WIZE-BDB88E



Constant Pressure Curve

Proportional Pressure Curve
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ST1250 / Boiler Selection Guide

Single Speed 20FdT
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R.D. Bitzer Company

(215) 604-6600

sales@rdbitzer.com

Model: 2AAB

121 US gpm

18.8 ft

5.64 ft

69.3 %

72.0 %

5.25 in

1 hp

0.813 bhp

--- rpm

1653 rpm

12 ft

27.5 ft

14.1 US gpm

94 US gpm

140 ºF

Water

70 lbs

N/A ft²

2AAB

Performance curve meets 14.6 / ISO 9906 acceptance criteria WIZE-BDB88E



Constant Speed Curve (1725 rpm)

Operating Point

Flow: 121 US gpm  Head: 18.8 ft  Speed: 1653  Efficiency: 69.3%  Point BHP: 0.813  End Of Curve: 79%

Maximum Duty Point (at rated motor speed)

Flow: 126 US gpm  Head: 20.5 ft  Speed: 1725  Efficiency: 69.4%  Point BHP: 0.924  NOL Flow: 160 US gpm  Runout Flow: 160 US gpm  NOL (BHP): 1.03
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