ATTACH EACH BRACKET TO BOILER USING 1/4"—14 x 1 1/4" TEK SCREWS
PROVIDED WITH THIS KIT. (2) SCREWS PER BRACKET, (8) SCREWS PER UNIT

ANCHOR EACH BRACKET USING A HILTI 3/8” KB—TZ ANCHOR MIN. EMBED. = 27
ANCHORS ARE NOT FURNISHED BY P—K AS PART OF THIS KIT

WHERE KB-TZ ANCHOR CAN'T BE USED DUE TO SLAB THICKNESS LIMITS,
USE (4) 3/8"¢ A307 BOLTS THRU FLOOR TO STRUT BELOW. (BY ENGINEER OF RECORD)

THERMIFIC._BOILER
MODELS N700/N1000
MODELS SN700/SN1000
MODELS D700/D1000
MODELS SD700/SD1000

[mu wo [ quantmv/um | parT vo | DESCRPTION

1 4.00 EA 1004902951 BRKT,SEISMIC_ANCHOR,3/8"X3"X3"X3"LG
2 10.00 EA 1004902952 SCR,SLFTPG,HEX_HD,TEK,1/4"—-14X1-1/4"

THERMIFIC._BOILER
MODELS N1500/N1700/N2000
MODELS SN1500/SN1700/SN2000
MODELS D1500/D1700/D2000
MODELS SD1500/SD1700/SD2000

APPROX.
ASME CODE DESIGN | TYPE X-RAY WEIGHT

BP00000252

REV.| DESCRIPTION BY | CK’D.| DATE

ﬂh_H PRESS. NONE[SPOTIFULL| (BS, |CHECKED D |raw
X N/C X N/A




